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cylindricum)



Aspect


Website


Email


Phone


Data Sheet Date 


Wood Sample 

Trade Names: 



Latin Name: 



Origin: 



Sapwood: 



Color: 



Grain: 



Texture: 



Hardness: 



Movement: 



Drying: 



Surface: 

Sapele


Entandrophragma cylindricum


Central & West Africa


Pale yellow, clearly distinct from the heartwood


Golden to reddish-brown; darkens beautifully over time


Interlocked grain producing ribbon stripe figure


Medium to fine


Medium hardwood


Medium to high


Dries moderately well; risk of distortion with fast drying


Finishes very well; known for decorative appearance

Detail


www.atozwoodcompany.com


info@atozwoodcompany.com


+237 681 25 6934


03/31/2023 


Contact Information

SPECIES IDENTIFICATION 

& GENERAL CHARACTERISTICS



Density (Specific Gravity):


Density at 12% Humidity (MV12):



Coeff. of Volumetric Shrinkage:



Fiber Saturation Point:



Total Tangential Shrinkage (TS):



Total Radial Shrinkage (RS):



TS/RS Ratio:



Slip Resistance:

Use Class:


Fungi Resistance:



Termite Resistance:



Marine Borer Resistance


Treatability

640–670 kg/m³


~660 kg/m³


0.50


25–27%


7.5%


4.5%


1.66


R10–R11

Class 2–3


Class 3


Class M


Low


Class 3

Property

Property

Value

Classification

PHYSICAL CHARACTERISTICS

DURABILITY

PRODUCT USE & AVAILABILITY

Sapele Wood is Ideal for High-end furniture, Interior joinery, Doors & frames, Flooring (solid & 
engineered), Cabinetry, Decorative veneers, Musical instruments, Boat interiors, Paneling, Turning & 
carving 

Available In:                     Natural Wood, Decking, Cladding


Certifications:                  Subject to availability


Minimum order:             35CBM 

Supply ability:                 21000m3/-month



Safety:



Storage:



Recycling:



Maintenance:



Dust may irritate.


Store flat and protected.


Suitable for reuse and energy production.


Seal annually for exterior use.

Aspect Instruction

HANDLING, STORAGE, AND RECYCLING

Why Global Buyers Choose 

AtoZ Wood Company

Variety of products

Easy ordering process

Sustainable supply 

and reasonable price

Loyal vendor and thousands 

of B2B partners all over 


the world.

High quality products

Order by air or by Sea

based on incoterm 


2010.



We provide customers with 

all the necessary documents, 

including–

(CITES)

(Phytosanitary certificate)

(ISO)

(Fumigation)

(FSC)

(Certificate of Origin)

(Packing List)

Certification Subject to availability



AtoZ Wood Company declines responsibility for errors or future revised technical values 

from
research institutes. Specifications vary by region and processing

DISCLAIMER

1.  Cash in Advance: Half the payment is made upfront, and the rest is to be paid upon 

delivery. The percentage of cash to be paid in advance is negotiable.  

2. Atoz wood comapny accepts payment by T/T, bank to bank transfer for new buyers and 

letter of credit for loyal old customers.

○ Commercial Invoice  

○ Packing List  

○ Bill of Lading  

○ Phytosanitary Certificate  

○ Kiln-Drying Certificate  

○ Certificate of Origin  

○ Insurance Certificate  

○ CITES 

○ Fumigation Certificate (if required)  

○ Inspection Reports

Payment term:

We provide major export 

certificates such as


