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SPECIES IDENTIFICATION 

& GENERAL CHARACTERISTICS

Trade Name 


Latin Name


Origin


Sapwood


Color


Grain


Texture


Hardness


Movement 

Drying 

Surface

Zebrano, Zebrawood


Microberlinia


West Africa


Distinctly demarcated


Light golden-yellowish 


Wavy & Interlocked grain


coarse texture


Janka: ~8,160 N /
1,835 lbf


Medium to High


Slow drying required


Takes clear polishes




PHYSICAL CHARACTERISTICS

Property

Density (Specific Gravity)


Density at 12% Humidity (MV12) 


Coeff. of Volumetric Shrinkage


Fiber Saturation Point


Total Tangential Shrinkage (TS)


Total Radial Shrinkage (RS)


TS/RS Ratio


Crushing Strength

Value

740 – 800 kg/m³ (0.74–0.80)


~780 kg/m³


0.50 – 0.55%


26 – 28%


8.5 – 9.8%


5.0 – 5.8%


~1.70


62 – 72 MPa

DURABILITY

Property

Use Class


Fungi Resistance


Termite Resistance


Dry Wood Borers


Treatability

Classification

Class 2–3


Class 2-3


Class M


Durable


Class 4

Notes

Interior
Luxury &
High-End
Joinery


Moderately
Durable to
Durable


Moderately
Resistant


Heartwood
resistant


Impermeable


Notes on Durability: The duration of performance may be modified by the situation in 

service (as
described by standard NF EN 335-2 of January 2007).

PRODUCT USE & AVAILABILITY
Executive furniture, luxury automotive
interiors, high-end architectural millwork, guitar 

backs/sides,
decorative veneers, turned items, and accent inlay.

Available Forms:             Quarter-Sawn Lumber, Square Edged Timber,
Kiln-Dried Boards.


Certifications:                  CITES / FLEGT / FSC Compliant (Sourced strictly
from controlled).


Minimum order:             15 CBM 

Supply ability:                 800
m³/month.



HANDLING, STORAGE, AND RECYCLING

Aspect Instruction

Hard density and interlocked grain can cause tear-
out; sharp 

tungsten-carbide tools recommended.


Exceptional screw/nail holding power; pre-boring is



essential.


Glue surfaces carefully due to natural resin; wipe with
solvent 

before gluing.


Standard grain filling recommended prior to high-gloss



lacquering.

Machining






Fastening




Gluing




Finishing

Why Global Buyers Choose 

AtoZ Wood Company

Variety of products Sustainable supply 

and reasonable price

High quality products

Easy ordering process Loyal vendor and thousands 

of B2B partners all over 


the world.

Order by air or by Sea

based on incoterm 


2010.



We provide customers with 

all the necessary documents, 

including–

(CITES) (FSC)

(Certificate of Origin)

(Phytosanitary certificate)

(ISO)

(Fumigation)

(Packing List)

Certification Subject to availability



Payment term:

1.  Cash in Advance: Half the payment is made upfront, and the rest is to be paid upon 

delivery. The percentage of cash to be paid in advance is negotiable.  

2. Atoz wood comapny accepts payment by T/T, bank to bank transfer for new buyers and 

letter of credit for loyal old customers.

We provide major export 

certificates such as

○ Commercial Invoice  

○ Packing List  

○ Bill of Lading  

○ Phytosanitary Certificate  

○ Kiln-Drying Certificate  

○ Certificate of Origin  

○ Insurance Certificate  

○ CITES 

○ Fumigation Certificate (if required)  

○ Inspection Reports

DISCLAIMER

AtoZ Wood Company declines all responsibility in the event of an error or in the event of 

a
reassessment of the technical characteristics mentioned in the document by CIRAD 

after
publication of the species sheets


